Amphenol Grommet Nut

Connector Group - L Straight

MIL Part Number

0.38"(9.65mm) M85049/14 S 15W

| MAX
Finish:
5 MIL Series See Table-2

H
< 55 J 2]
Q S Q Shell size:
See Table-A
| Slash sheet Coupling:
14: Straight :
0.66"(16.76mm) g S :Self lock
MAX “-“:Non self lock
NOTE: * Slot shown in figure is optional for Non self-lock
TABLE -A
MIL PART | coNNECTOR
NUMBER SHELL A DIA. (MAX) | B DIA. (MIN)
DESIGNATOR SIZE/CODE
CONNECTOR (REF.)
SHELL SIZE INCH[ MM |[INCH| MM
9 09/A 0.86 | 21.79 | 0.26 | 6.71
11 11/B 0.98 | 24.99 | 0.39 | 9.91
13 13/C 1.16 | 29.39 [ 0.50 | 12.80
15 15/D 1.28 | 32.49 | 0.63 | 16.00
17 17/ E 1.41 | 35.71 | 0.76 | 19.20
19 19/F 1.52 | 38.51 [ 0.84 | 21.41
21 21/ G 1.64 | 41.71 | 0.97 | 24.64
23 23/H 1.77 | 4491 [ 1.09 | 27.71
25 25/J 1.89 | 47.98 [ 1.22 | 30.91
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