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Slash sheet
CABLE ENTRY 53 : Straight C na-
oupling:
(MAX) 55 : 90deg bent N self lock
54 : 45deg bent G :Non-self lock with grounding
C lug(only for 90deg)
S :Self lock(only for 90deg)
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L lug(only for 90deg)
<| B
S :
CABLE ENTRY
(MAX)
TABLE - A
MIL PART WIRING
NUMBER |CONNECTOR| ADIA. (MAX)| B (MAX) C (MAX) D (MAX) E (MAX) | FDIA. (MAX) | ooy (MAX)
DESIGNATOR| SHELL SIZE
SIZE
DASH NO INCH | MM | INCH | MM |INCH | MM |[INCH | MM [INCH [ MM [INCH | MM |INCH | MM
08 8 0.66 | 16.69| 0.95 [24.23| 1.23 |31.29| 0.73 | 18.54| 1.22 [ 30.99| 0.89 [ 22.48| 0.26 | 6.60
10 10 0.78 | 19.86| 0.95 |24.23]| 1.23 [31.29| 0.73 [18.54| 1.29 [32.77| 1.01 | 25.65| 0.37 | 9.27
12 712 0.94 | 23.80| 0.95 [24.23] 1.23 [31.29] 0.73 [18.54[ 1.62 [41.15| 1.14 | 28.83| 0.50 | 12.73
14 12/14 1.05 | 26.67| 1.20 [30.58| 1.23 [31.29| 0.73 [18.54| 1.66 [42.16| 1.26 | 32.00| 0.58 | 14.61
16 19/16 1.24 [ 31.47| 1.20 [30.58| 1.23 [31.29| 0.73 [18.54| 1.72 [43.69| 1.39 |35.18| 0.70 | 17.78
18 27/18 1.38 [35.00( 1.20 [30.58| 1.23 [ 31.29| 0.73 | 18.54| 1.72 |43.69| 1.51 [38.35[ 0.78 [19.79
20 37/20 1.50 [38.10| 1.1 [33.27| 1.48 [37.64| 0.75 | 19.05| 1.79 |45.47| 1.64 |41.53| 0.90 [22.96
22 22 1.63 [41.43| 1.43 [36.32| 1.48 [37.64| 0.75 | 19.05]| 1.85 |46.99| 1.76 [ 44.70| 1.03 [ 26.14
24 24 1.75 [44.45| 1.56 [39.62| 1.48 | 37.64| 0.75 | 19.05| 1.91 |48.51| 1.89 [47.88| 1.14 [29.06
28 28 1.97 | 50.04| 1.56 | 39.62| 1.47 [37.31] 0.75 [19.05| 2.06 |[52.32| 2.14 [54.23| 1.38 | 35.03
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